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Sash Positioning System 
Product Pricing
Description:
The Sash Positioning System is design to reduce the operating costs on Variable Air Volume (VAV) equipped fume hoods. It reduces the operating cost by keeping the sash closed when the fume hood is not occupied and relies on the VAV system to reduce the airflow to the minimum flow rate when the sash is closed. Retrofit kits are designed so that minimum modifications are made to the fume hood for installation of product.

List Price:
$2700 per unit, call for quantity price breaks

Installation Price: 
Varies depending location and number/type of units installed, please call for exact pricing

Components included:
PLR-1701: Programmable Logic Controller

SPS-3010: Sash Position Sensor

SPS-4000: Sash Positioning System Sub-Assembly

MD-8000: Low Voltage DC Motor Drive

CP-13110: Control Panel Enclosure

TPS-15200: Two Position Switch

USS-22000: Under Sash Safety Switch

MPS-26000: Motion Presence Sensor

ARK-55000: Retrofit Kit Parts

Warranty:
1 year on parts and labor, if installed by factory trained representative


3 years on electronic parts

Notes:
Factory will pre-program PLR-1701 to customer specifications.


Pricing reflects kit for 6’ Fisher Hamilton SafeAire fume hood w/single vertical rising sash. 


Service Plan is available


Installation of kit by factory is not required
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SPS Pricing
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Accu*Aire reserves the right to change product specifications and pricing without notice

